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Class of 
loading 

Permissible 
loading 

kN/t 
Application field 

Plastic 
drainage 
systems 

Concrete drainage 
systems 

Soil 
protection 

and 
stabilization 

systems, 

Class of loading 

Pedestrian areas? 
Sidewalks, public 
gardens, parks, 

bikeways, private 
house building 

DN100 

Gidrolica® Light Gidrolica® 
PolyLight Gidrolica® 
Standart Gidrolica® 
Standart Plus Gidrolica® 
PolyStandart 

BGF 
BGU 

Gidrolica® Point 
Gidrolica® Garden 
Gidrolica® Street 
Gidrolica® Step Pro 
Gidrolica® Step A 15 15/1,5 

DN150 Gidrolica® Standart 
Gidrolica® Standart Plus 

BGF 
BGU 

DN200 
Gidrolica® Standart 
Gidrolica® Standart Plus 
Gidrolica® PolyStandart 

BGF 
BGU 

 DN300 Gidrolica® Light Gidrolica® 
Standart BGU 

 
DN100 

Gidrolica® Standart 
Gidrolica® Standart Plus 
Gidrolica® PolyStandart 

BGF 
BGU 

Gidrolica® Point 
Gidrolica® Eco Pro 
Gidrolica® Eco Standart 

Private house building 
private garages B 125 125/12,5 

DN150 Gidrolica® Standart 
Gidrolica® Standart Plus 

BGF 
BGU 

DN200 
Gidrolica® Standart 
Gidrolica® Standart Plus 
Gidrolica® PolyStandart 

BGF 
BGU 

DN300 Gidrolica® Standart BGU 

DN100 
Gidrolica® Standart 
Gidrolica® Standart Plus 
Gidrolica® PolyStandart 
Gidrolica® Pro 

BGF 
BGU 

DN150 
Gidrolica® Standart 
Gidrolica® Standart Plus 
Gidrolica® Pro 

BGF 
BGU 

Roadsides, parking 
lots, garages  

Gidrolica® Point 
Gidrolica® Eco Pro 
Gidrolica® Eco Standart C 250 250/25 

DN200 
Gidrolica® Standart 
Gidrolica® Standart Plus 
Gidrolica® PolyStandart 

BGF 
BGU 

DN300 Gidrolica® Standart 
Gidrolica® Pro BGU 

DN400 BGU 

DN500 BGU-XL 

DN100 Gidrolica® Super 
BGF-Z 

Fuel stations, 
carwashes, automobile 
companies, transport 
terminals, Industrial 

zones 

BGU-Z 
BGF-Z 
BGU-Z D 400 400/40 DN150 Gidrolica® Super Gidrolica® Eco Super 
BGF-Z 
BGU-Z DN200 Gidrolica® Super 

DN300 Gidrolica® Super 

DN100 Gidrolica® Super BGF-Z 
BGU-Z 

DN150 Gidrolica® Super 
BGF-Z 
BGU-Z 
BGZ-S 

E 600 600/60 Industrial facilities, 
moorings, storage 

faclitities 

DN200 Gidrolica® Super 
BGF-Z 
BGU-Z 
BGZ-S 

DN300 Gidrolica® Super BGZ-S 

DN400 BGZ-S 

DN500 BGZ-S 
BGM 

Areas with high load 
on road carpet, 

airports, military bases, 
cargo terminals 

DN200 BGM 

F 900 900/90 
DN300 BGM 

DN400 BGM 

DN500 BGM 
n 
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5. 

6. 

Fig. a Fig. b 

7. 

Fig. c 

8. 

Fig. d 
9. 

10. 
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Paving blocks 
Concrete-and-sand mix 
Rubble mix (GOST 25607-94)  
Sand (GOST 8736-93) 

C 300 C 
 
 
 
 
 
 
 
 
 

 
50 300+2C·  50 

Storm water inlet Gidrolica Point 
Concrete casing,  B25 F200 W6 (GOST 26633-91)  
Waterproof material (asphalted felt) 
Crushed stone,  M400 ( GOST 8267-93) 
Sand ( GOST 8736-93) 
Compacted soil 

 

Asphalt covering (designed conventionally) 
Stone-sand mixture(designed conventionally) 

Sand (designed conventionally) 
Compacted soil (designed conventionally)

Polymer asphalt  
covering “Brit A”

Assembly A

Storm water inlet Gidrolica Point 
Concrete casing B25 F200 W6 (GOST 26633-91) 
Waterproof material (asphalted felt) 
Crushed sand  М400 (GOST 8267-93) 
Sand (GOST 8736-93) 
Compacted soil 

50
 

10
0 

H
 

30
0 

3-
5 
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Gutters with inner slope Sand trap 

1  2  3  4  5  6  7  8  9  1 0  

Slope 0,5% 

Gutters with inner slope Sand trap 

1  2  3  4  5  6  7  8  9  1 0  

Slope 0,5% 

 
 
 

 Gutter without slope 

 

Gutter with inner slope Sand trap 

Slope 0,5% 

Gutters with inner slope  

1  2  3  4  5    6  7  8  9  1 0  

Slope 0,5% 

Sand trap

Sand trap
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ASPHALT COVERING (DESIGNED CONVENTIONALLY)  
STONE-SAND MIXTURE (DESIGNED CONVENTIONALLY)   
SAND (DESIGNED CONVENTIONALLY)  
COMPACTED SOIL (DESIGNED CONVENTIONALLY)  

 
POLYMER ASPHALT COVERING   
"BRIT A " 

Assembly A 

 
 
 
 

POLYMER ASPHALT  
COVERING  "Brit A "  

CONCRETE BLOCKS 150x150x60 (GOST 17608-91) 
  CONCRETE-SAND MIXTURE 

  RUBBLE MIXTURES (GOST 25607-94) 
  SAND (GOST 8736-93)  

Assembly A 
 

 

 bGUTTER   bGUTTER 

 
 
 
 
 

 

 
 
 

 
 bGUTTER+2·C   bGUTTER+2·C   

 
DRAINAGE GUTTER 
CONCRETE CASING,  B25 F200 W6 (GOST 26633-91)  
WATERPROOF MATERIALS (ASPHALTED FELT) 
CRUSHED STONE  M400 (GOST 8267-93) 
SAND (TOCT 8736-93) 
COMPACTED SOIL 

 

ASPHALT COVERING (DESIGNED CONVENTIONALLY)  
 STONE-SAND MIXTURE (DESIGNED CONVENTIONALLY)  
SAND (DESIGNED CONVENTIONALLY)   
COMPACTED SOIL (DESIGNED CONVENTIONALLY)  

 
POLYMER ASPHALT COVERING  

"BRIT A " 

Assembly A  
C bN7 C 

 
 
 
 

POLYMER ASPHALT 
COVERING  Brit A " 

CONCRETE BLOCKS 150x150x60 (GOST 
17608-91)  
CONCRETE-SAND MIXTURE  
RUBBLE MIXTURES (GOST 25607-94)  
SAND (GOST 8736-93)   

Assembly A 
 

 bN7 
 
 
 

 
 

 
Drainage pipe 110MM -   

315 MM 

 
 
 
 
 
 
 

 
 bN7+2·C  50 

SAND TRAP    

bN7+2·C 

CONCRETE CASING,  B25 F200 W6 (GOST26633-91)   
WATERPROOF MATERIAL (ASPHALTED FELT)  
CRUSHED STONE,  M400 (GOST8267-93)  
SAND (TOCT 8736-93)  
COMPACTED SOIL  

h N
7 
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h N
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SYNTHETIC GRASS  
DRAINAGE CARPET QDRAIN ZW 8 7510T WPF 
STONE SCREENING DUST (FRACTION 3-5 mm)  
STONE SCREENING DUST (FRACTION 5-20 mm)  
COMPACTED FOUNDATION  

Sports FLOORING  
ASPHALT/CONCRETE  
CRUSHED STONE  
GEOTEXTILE  
Sand  
COMPACTED FOUNDATION 

 
 
 
 
 
 
 
 
 
 
 
 
 
 

Paving blocks  
CONCRETE-SAND MIXTURE  
Rubble mixtures (GOST 25607-94)  
SAND (GOST 8736-93)  
COMPACTED SOIL  

 
 

 
Green lawn  
Fertile soil layer  
Sand mix  
Compacted soil  

 
 
 
 

 CONCRETE CASING WALL 
CONTACTED WITH GREEN LAWN 

SHOULD BE COVERED WITH 
ASPHALT 

bGUTTER 
 BGUTTER  

 
 
 
 
  
 
 
 
 

 bGUTTER +2·C   

DRAINAGE GUTTER Gidrolica Pro with nylon grate 
Concrete casing,  B25 F200 W6 (GOST26633-91) 
WATERPROOF MATERIAL (ASPHALTED FELT) 
CRUSHED STONE  M400 ( GOST 8267-93) 
SAND ( GOST 8736-93) 
COMPACTED SOIL 

NOTE: INSTALLATION OF THE BLOCKS ADJACENT TO THE GUTTER SHOULD BE PERFORMED ON CONCRETE FOUNDATION 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
DRAINAGE GUTTER Gidrolica Standart  
CONCRETE CASING,  B25 F200 W6 (GOST26633-91) 
WATERPROOF MATERIAL (ASPHALTED FELT) 
CRUSHED STONE  M400 ( GOST 8267-93)  
SAND (GOST 8736-93) 
COMPACTED SOIL 
 

 
 

GUTTER  b 

10
0 

  H
 

h G
UT

TE
R 

h N
GU

TT
ER
 

h N
O

TK
a 

2/
3·

h G
UT

TE

DRAINAGE GUTTER Gidrolica Sport DN100  
Concrete casing, concrete B 25 
WATERPROOF MATERIAL (ASPHALTED FELT)  
SAND-AND-GRAVEL MIX 
COMPACTED SOIL 
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ASPHALT COVERING (DESIGNED CONVENTIONALLY)  
STONE-SAND MIXTURE (DESIGNED CONVENTIONALLY)   
SAND (DESIGNED CONVENTIONALLY)  
COMPACTED SOIL (DESIGNED CONVENTIONALLY)  

 
POLYMER ASPHALT COVERING   
"BRIT A " 

Assembly A 

 
 
 
 

POLYMER ASPHALT  
COVERING  "Brit A "  

CONCRETE BLOCKS 150x150x60 (GOST 17608-91) 
  CONCRETE-SAND MIXTURE 

  RUBBLE MIXTURES (GOST 25607-94) 
  SAND (GOST 8736-93)  

Assembly A 
 

 

 bGUTTER   bGUTTER 

 
 
 
 
 

 

 
 
 

 
 bGUTTER+2·C   bGUTTER+2·C   

 
DRAINAGE GUTTER 
CONCRETE CASING,  B25 F200 W6 (GOST 26633-91)  
WATERPROOF MATERIALS (ASPHALTED FELT) 
CRUSHED STONE  M400 (GOST 8267-93) 
SAND (TOCT 8736-93) 
COMPACTED SOIL 

 

ASPHALT COVERING (DESIGNED CONVENTIONALLY)  
 STONE-SAND MIXTURE (DESIGNED CONVENTIONALLY)  
SAND (DESIGNED CONVENTIONALLY)   
COMPACTED SOIL (DESIGNED CONVENTIONALLY)  

 
POLYMER ASPHALT COVERING  

"BRIT A " 

Assembly A  
C bN7 C 

 
 
 
 

POLYMER ASPHALT 
COVERING  Brit A " 

CONCRETE BLOCKS 150x150x60 (GOST 
17608-91)  
CONCRETE-SAND MIXTURE  
RUBBLE MIXTURES (GOST 25607-94)  
SAND (GOST 8736-93)   

Assembly A 
 

 bN7 
 
 
 

 
 

 
Drainage pipe 110MM -   

315 MM 

 
 
 
 
 
 
 

 
 bN7+2·C  50 

SAND TRAP    

bN7+2·C 

CONCRETE CASING,  B25 F200 W6 (GOST26633-91)   
WATERPROOF MATERIAL (ASPHALTED FELT)  
CRUSHED STONE,  M400 (GOST8267-93)  
SAND (TOCT 8736-93)  
COMPACTED SOIL  

h N
7 

h N
GU

TT

 h N
GU

TT
ER
 

h N
7 



21 

SEALANT    

 CONCRETE   

 

 

ASPHALT COVERING (DESIGNED CONVENTIONALLY) 
STONE-SAND MIXTURE (DESIGNED CONVENTIONALLY) 
SAND (DESIGNED CONVENTIONALLY)  
COMPACTED SOIL (DESIGNED CONVENTIONALLY) 

POLYMER ASPHALT COVERING  
"Brit A " 

Assembly A  

 bN7  

 
 

 
POLYMER ASPHALT 

COVERING " Brit A  
" 

CONCRETE BLOCKS 150x150x60 (GOST 17608-91) 
CONCRETE-SAND MIXTURE 

RUBBLE MIXTURES (GOST 25607-94) 
SAND (GOST 8736-93) 

Assembly A 
 

min20 

 bN7 

 
 
 

 
 

 
 
 
 
 
 
 
 
 
 
 

Drainage pipe 110MM    
315 MM 

 
 
 
 
 
  
 
 

 bN7+ 
  

MULTI-SECTIONAL SAND TRAP  
Concrete casing B25 F200 W6 (GOST26633-91)  
WATERPROOF MATERIAL (ASPHALTED FELT)  
CRUSHED STONE M400 ( GOST 8267-93)   
SAND  (GOST 8736-93)  
COMPACTED SOIL   

bN7+2·C  

C b GUTTER C 
5 

 
 

2 
  4  

 
2 

  3  
 

2 

  3  

1 

>.c. 30 

 
 
 
 
 
 
 

 
C-
60 

 
 
 
 
 
 
 

 
20
0 

 
 
 
 
 
 
 

 
20
0 

 
 
 
 
 
 
 

 
C-
60 

 
 

2 
 4  

 
2 

 3  
 
 
 
 
 

>.c. 
30 

 
 
 
 
 

1. REINFORCED STEEL 12-A-III ( A400) GOST 5781-82 
2. REINFORCED STEEL 10-A-III ( A400) GOST 5781-82 

3. REINFORCED STEEL 8- A-III ( A400) GOST 5781-82 
4. REINFORCED STEEL 6- A-I ( A240) GOST 5781-82 

h N
7 

H 
h 

 GU
TT

ER
 

>.
c. 

30
 

H-
60

 
20

0 
20

0 
>.

c. 
30

 

h N
7 

20
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b A A b 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

4 
MAF 200 

2 

250 
 
 
 
 

   

C* 250 
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6 
MAF 400 
     3  

MAF 200       4  
MAF 200 

2 
MAF 200 
1 

 
 

4 
MAF 
200 

2 

250 C* 
5 

 
2 

 
2 

25
0 

 
 
 

2 
 
 

     3  
MAF 200       4  

MAF 200 
2 

MAF 200 
1 

200 150 100 
150 

150 100 
150 

200 200 150 100 
150 

150 100 
150 
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200 B* 200 200 B* 200 

 
 

 

 

 

250 C* 250 

B* 
100 100 100 100 
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  ARTIFICIAL COVERING   
(DESIGNED CONVENTIONALLY) 

b  A A b 

 
 Compacted backfill soil, KYMN. = 0,95 
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PLASTIC/POLYMER�CONCRETE DRAINAGE SYSTEMS
Gidrolica® Standart/Standart Plus DN150�200Drainage system manufacturing 

item 11051 

Item Class of loading Type DN Length Width Height Weight 

   L C H/H1 kg 
   mm mm mm 

 
 

 

 
 
 
 
 
 
 
 
 
 
 

 

 
 
 
 
 
 
 
 
 
 
 
 
 

Concrete gutters BGU DN150, class C250, without slope 
13100 C250  №0 DN150 1000 213 190/150 50 
13101 C250  №5�0 DN150 1000 213 215/175 54 
13102 C250   №10�0 DN150 1000 213 240/200 58 

 
 
 
 
 
 
 
 
 
 
 

Concrete gutters BGU DN150, class C250, with vertical spillway, without slope 
13105 C250  №0 DN150 1000 213 190/150 47 
13106 C250 № 5�0 DN150 1000 213 215/175 51 
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item3101 

item 11050 

   
 

   
 

item 13106 

13107 C250  №10�0 DN150 1000 213 240/200 55
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PLASTIC/POLYMER�CONCRETE DRAINAGE SYSTEMS 
Gidrolica® Standart/Standart Plus DN200 

  

 

Drainage system manufacturing

 

  

item ц�13119 

 

Item Class of loading Type DN Length Width Height Weight 

   L C H/H1 kg 
   mm mm mm 

 

 
 

 
 
 
 
 

Concrete gutters BGU DN150, class C250, with slope 0,5 % 
13110 C250  №1 DN150 1000 213 190/195 50.04 
13111 C250  №2 DN150 1000 213 195/200 51.2 
13112 C250 №3 DN150 1000 213 200/205 52 
13113 C250  №4 DN150 1000 213 205/210 52.8 
13114 C250 №5 DN150 1000 213 210/215 53,6 
13115 C250  №6 DN150 1000 213 215/220 54.4 
13116 C250 №7 DN150 1000 213 220/225 55,2 
13117 C250  №8 DN150 1000 213 225/230 56 
13118 C250 №9 DN150 1000 213 230/235 56,8 
13119 C250  №10 DN150 1000 213 235/240 57.6 

 
 
 

  
 

 

 
 
 
 

 

Concrete gutters BGU DN150, class C250, with wall thickness of 47 mm, without slope 

40615000 С250 № 0 DN150 1000 248 240 81 
40615061 С250  №5 DN150 1000 248 265 87 
40615062 С250 №10 DN150 1000 248 290 93 

40615063 С250 №15 DN150 1000 248 315 100 

40615064 С250 №20 DN150 1000 248 340 106 
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PLASTIC/POLYMER�CONCRETE DRAINAGE SYSTEMS
Gidrolica® Standart/Standart Plus DN150�200Drainage system manufacturing 

40615071 С250   №5�0 DN150 1000 248 265 87.1

40615073 С250   №15�0 DN150 1000 248 315 99.6

item 40615001 

C

40615074 С250   №20�0 DN150 1000 248 340 105.8

40615072 С250   №10�0 DN150 1000 248 290 93.4

 

Item Class of loading Type DN Length Width Height Weight 

   L C H/H1 kg 
   mm mm mm 

m 
 
 
 
 
 
 
 

 
Concrete gutters BGU DN150, class C250, with wall thickness of 47 mm, with vertical spillway, without slope 
40615070 С250 №0 DN150 1000 248 240 83.875 

 
 
 
 
 
 
 
 
 
 
 
 
 
 

Concrete gutters BGU DN150, class C250, with wall thickness of 47 mm, with slope 0,5% 
40615001 С250 № 1 DN150 1000 248 240/245 81.335 
40615002 С250 № 2 DN150 1000 248 245/250 82.605 
40615003 С250 №3 DN150 1000 248   

40615004 С250 № 4 DN150 1000 248 255/260 85.145 
40615005 С250 № 5 DN150 1000 248   

40615006 С250 № 6 DN150 1000 248 265/270 87.685 
40615007 С250 № 7 DN150 1000 248   

40615008 С250 № 8 DN150 1000 248 275/280 90.225 
40615009 С250 № 9 DN150 1000 248   

40615010 С250 № 10 DN150 1000 248 285/290 92.765 
40615011 С250 № 11 DN150 1000 248   

40615012 С250 № 12 DN150 1000 248 295/300 95.245 
40615013 С250 № 13 DN150 1000 248   

40615014 С250 № 14 DN150 1000 248 305/310 97.725 
40615015 С250 № 15 DN150 1000 248   

40615016 С250 № 16 DN150 1000 248 315/320 100.205 
40615017 С250 № 17 DN150 1000 248   

40615018 С250 № 18 DN150 1000 248 325/330 102.685 
40615019 С250 № 19 DN150 1000 248   

40615020 С250 № 20 DN150 1000 248 335/340 105.165 
  * Diameter for pipes to the gutter with vertical spillway 110/160 mm 
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item 40615070 

 
58  
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PLASTIC/POLYMER�CONCRETE DRAINAGE SYSTEMS 
Gidrolica® Standart/Standart Plus DN200 

  

 

Drainage system manufacturing

 
 

Item Class of loading Type DN Length Width Height Weight 

   L C H/H1 kg 
   mm mm mm 

 
 

 
 

 

 
 

item 13139 
 

Concrete sand traps BGU DN150, class C250 
13139 С250 500/231/665 DN150 500 231 665 78 

 

 

 

item 49015900 

 

Multi�purpose basket for sand trap BGU DN150 
49015900 Galvanized steel DN150 400 120 163.5 2 
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PLASTIC/POLYMER�CONCRETE DRAINAGE SYSTEMS
Gidrolica® Standart/Standart Plus DN150�200Drainage system manufacturing 

   
 

 
 

item 13152 

Item Class of loading Type DN Length Width Height Weight 

   L C H/H1 kg 
   mm mm mm 
 

 
 

 
 
 

 

 
 
 
 
 
 

 

 
 

 
 
 
 
 
 
 

Concrete gutters BGU DN200, class C250, with wall thickness of 30mm, without slope 
13150 C250   0 DN200 1000 260 255/200 80 
13151 C250   5�0 DN200 1000 260 280/225 82.5 

 
 
 
 
 
 
 
 
 
 
 

item 13157 

 
 

Concrete gutters BGU DN200, class C250, with wall thickness 30mm, with vertical spillway, without slope 
13155 C250   0 DN200 1000 260 255/200 78 
13156 C250   5�0 DN200 1000 260 280/225 80.5 
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item 11060 

item 11061 
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PLASTIC/POLYMER�CONCRETE DRAINAGE SYSTEMS
Gidrolica® Standart/Standart Plus DN150�200Drainage system manufacturing 

  

Item Class of loading Type DN Length Width Height Weight 

   L C H/H1 kg 
   mm mm mm 
 

 
 

 
 

 

 
 
 

 

 
 
 
 
 

Concrete gutters BGU DN200, class C250, with wall thickness of 47 mm, with slope 0,5 % 
40620001 C250 № 1 DN200 1000 298 295/300 111.5 
40620002 C250  № 2 DN200 1000 298 300/305 112.5 

40620004 C250  № 4 DN200 1000 298 310/315 114.5 

40620006 C250  № 6 DN200 1000 298 320/325 116.5 

40620008 C250  № 8 DN200 1000 298 330/335 118.5 

40620010 C250  № 10 DN200 1000 298 340/345 120.5 

40620012 C250  № 12 DN200 1000 298 350/355 122.5 

40620014 C250  № 14 DN200 1000 298 360/365 124.5 

40620016 C250  № 16 DN200 1000 298 370/375 126.5 

40620018 C250  № 18 DN200 1000 298 380/385 128.5 

40620020 C250 №  20 DN200 1000 298 390/395 130.5 
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item 40620001�40620020

40620019 C250  № 19 DN200 1000 298 385/390 129.5

40620017 C250  № 17 DN200 1000 298 375/380 127.5

40620015 C250  № 15 DN200 1000 298 365/370 125.5

40620013 C250  № 13 DN200 1000 298 355/360 123.5

40620011 C250  № 11 DN200 1000 298 345/350 121.5

40620009 C250  № 9 DN200 1000 298 335/340 119.5

40620007 C250  № 7 DN200 1000 298 325/330 117.5

40620005 C250 №  5 DN200 1000 298 315/320 115.5

40620003 C250  № 3 DN200 1000 298 305/310 113.5
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PLASTIC/POLYMER�CONCRETE DRAINAGE SYSTEMS 
Gidrolica® Standart/Standart Plus DN200 

  

 

Drainage system manufacturing

Item Class of loading Type DN Length Width Height Weight 

   L C H/H1 kg 
   mm mm mm 

 
 

 

 

item 49020000 
 

Concrete sand trap BGU DN200, class C250, single�section 
49020000 C250 500/340/750 DN200 500 340 750 141 

 
 
 
 
 
 
 

item 49020010 
 
 
 
 
 
 

item 49001000 
 
 
 
 
 

item 49001001 

 
 
 
 
 
 

Concrete sand trap BGU DN200, class C250, multi�sectional 
49020010 C250 500/340/500, upper part DN200 500 340 500 79 
49001000 560/390/520, multi�purpose intermediate part DN200 560 390 520 82 

 
 
 
 

 
item 49020900 

 

Multi�purpose basket for sand trap BGU DN200 
49020900 Galvanized steel DN200 400 175 163.5 2.1 
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49001001 560/390/570, multi�purpose lower part DN200 560 390 570 103
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PLASTIC/POLYMER�CONCRETE DRAINAGE SYSTEMS
Gidrolica® Standart/Standart Plus DN150�200Drainage system manufacturing 

Item Class of loading Type DN Length Width Height Weight 

   L C H/H1 kg 
   mm mm mm 
 

 
 

 
 

item 34014 
 

Concrete gutters BGU DN300, class C250, without slope 
34014 C250  № 0 DN300 1000 399 395/330 162 
40630061 C250  № 5�0 DN300 1000 394 420/355 170.5 
40630062 C250  № 10�0 DN300 1000 394 445/380 176 
40630063 C250  № 15�0 DN300 1000 394 470/405 181.5 
40630064 C250  № 20�0 DN300 1000 394 495/430 187 
 

 
 
 
 
 
 
 
 
 
 

 
item 34057 

    

 

 

Concrete gutters BGU DN300, class C250, with vertical spillway, without slope  

34057 C250   № 0 DN300 1000 399 395/330 162 
40630071 C250   № 5�0 DN300 1000 394 420/355 170.5 
40630072 C250  №10�0 DN300 1000 394 445/380 176 
40630073 C250   № 15�0 DN300 1000 394 470/405 181.5 
40630074 C250  №20�0 DN300 1000 394 495/430 187 

 
* Diameter for pipes to the gutter with vertical spillway 200/315 mm 
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PLASTIC/POLYMER�CONCRETE DRAINAGE SYSTEMS
Gidrolica® Standart/Standart Plus DN150�200Drainage system manufacturing 

Item Class of loading Type DN Length Width Height Weight 

   L C H/H1 kg 
   mm mm mm 

 
 

 

 
 

item 49030000 

 

Concrete sand trap BGU DN300, class C250, single�section 
49030000 C250 500/440/900 DN300 500 440 900 202 

 
 
 
 
 
 

item 49030010 
 
 
 
 
 
 

item 49001005 
 
 
 
 
 

item 49001006 

 
 
 
 
 
 

Concrete sand trap BGU DN300, class C250, multi�sectional 
49030010 C250 500/440/600, upper part DN300 500 440 600 111 
49001005 560/490/520, multi�purpose intermediate part DN300 560 490 520 93 

 
 
 
 
 

item 49030900 

 
 

Multi�purpose basket for sand trap BGU DN300 
49030900 Galvanized steel DN300 400 265 163.5 2.1 
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49001006 560/490/570, lower intermediate part DN300 560 490 570 130
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PLASTIC/POLYMER�CONCRETE DRAINAGE SYSTEMS
Gidrolica® Standart/Standart Plus DN150�200Drainage system manufacturing 

 

 

 

Item Class of loading Type DN Length Width Height Weight 

   L C H/H1 kg 
   mm mm mm 
 

 
 

 
L 

 
 
 

А B 

 
 
 
 

item 4064001�40640020 
 

Concrete gutters BGU DN400 class C250 with slope 0,5% 
40640001 C250  1 DN400 1000 499 395/400 198 
40640002 C250  2 DN400 1000 499 400/405 199 

40640004 C250  4 DN400 1000 499 410/415 201 

40640006 C250  6 DN400 1000 499 420/425 203 

40640008 C250  8 DN400 1000 499 430/435 205 

40640010 C250  10 DN400 1000 499 440/445 207 

40640012 C250  12 DN400 1000 499 450/455 209 

40640014 C250  14 DN400 1000 499 460/465 211 

40640016 C250  16 DN400 1000 499 470/475 213 

40640018 C250  18 DN400 1000 499 480/485 215 

40640020 C250  20 DN400 1000 499 490/495 217 
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40640019 C250  19 DN400 1000 499 485/490 216

40640017 C250  17 DN400 1000 499 475/480 214

40640015 C250  15 DN400 1000 499 465/470 212

40640013 C250  13 DN400 1000 499 455/460 210

40640011 C250  11 DN400 1000 499 445/450 208

40640009 C250  9 DN400 1000 499 435/440 206

40640007 C250  7 DN400 1000 499 425/430 204

40640005 C250  5 DN400 1000 499 415/420 202

40640003 C250  3 DN400 1000 499 405/410 200

А,В
 



CONCRETE DRAINAGE SYSTEMS
BGU DN400
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Drainage system manufacturing 

 

 

 

Item Class of loading Type DN Length Width Height Weight 

   L C H/H1 kg 
   mm mm mm 
 

 
 

 
L 

 
 
 

А B 

 
 
 
 

item 4064001�40640020 
 

Concrete gutters BGU DN400 class C250 with slope 0,5% 
40640001 C250  1 DN400 1000 499 395/400 198 
40640002 C250  2 DN400 1000 499 400/405 199 

40640004 C250  4 DN400 1000 499 410/415 201 

40640006 C250  6 DN400 1000 499 420/425 203 

40640008 C250  8 DN400 1000 499 430/435 205 

40640010 C250  10 DN400 1000 499 440/445 207 

40640012 C250  12 DN400 1000 499 450/455 209 

40640014 C250  14 DN400 1000 499 460/465 211 

40640016 C250  16 DN400 1000 499 470/475 213 

40640018 C250  18 DN400 1000 499 480/485 215 

40640020 C250  20 DN400 1000 499 490/495 217 
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40640019 C250  19 DN400 1000 499 485/490 216

40640017 C250  17 DN400 1000 499 475/480 214

40640015 C250  15 DN400 1000 499 465/470 212

40640013 C250  13 DN400 1000 499 455/460 210

40640011 C250  11 DN400 1000 499 445/450 208

40640009 C250  9 DN400 1000 499 435/440 206

40640007 C250  7 DN400 1000 499 425/430 204

40640005 C250  5 DN400 1000 499 415/420 202

40640003 C250  3 DN400 1000 499 405/410 200

А,В
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CONCRETE DRAINAGE SYSTEMS 
BGU DN400 Drainage system manufacturing

Item Class of loading Type DN Length Width Height Weight 

   L C H/H1 kg 
   mm mm mm 

 
 

 

 
 
 
 
 
 
 
 
 
 

item 49040000 
 

Concrete sand trap BGU DN400, class C250, single�section 
49040000 C250 500/540/1000 DN400 500 540 1000 252 

 
 
 
 
 
 
 
 

item 49040010 
 
 
 
 
 
 

item 49001010 
 
 
 
 
 

item 49001011 

 
 
 
 

 
Concrete sand trap BGU DN400, class C250, multi�sectional 
49040010 C250 500/540/600, upper part DN400 500 540 600 115 
49001010 560/590/520, multi�purpose intermediate part DN400 560 590 520 104 

 
 
 
 
 
 

 
item 49040900 

 
 

Multi�purpose basket for sand trap BGU DN400 
49040900 Galvanized steel DN400 400 365 163.5 3.24 
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49001011 560/590/570, multi�purpose lower part DN400 560 590 570 147
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CONCRETE DRAINAGE SYSTEMS
BGU�XL DN500

 

 

Drainage system manufacturing 

 

Item Class of loading Type DN Length Width Height Weight 

   L C H/H1 kg 
   mm mm mm 
 

 

 

Item 40750068 
 

Concrete gutters BGU�XL DN500, class C250 without slope 
40750000 C250  № 0 DN500 1000 650 450/360 316.67 
40750061 C250  № 5�0 DN500 1000 650 475/385 327.83 
40750062 C250  № 10�0 DN500 1000 650 500/410 339 
40750063 C250  № 15�0 DN500 1000 650 525/435 350.17 
40750064 C250  № 20�0 DN500 1000 650 550/460 361.34 
40750065 C250  № 25�0 DN500 1000 650 575/485 372.5 
40750066 C250  № 30�0 DN500 1000 650 600/510 394.83 
40750067 C250  № 35�0 DN500 1000 650 625/535 372 
40750068 C250  № 40�0 DN500 1000 650 650/560 380.2 
 

 
 
 
 
 
 
 
 
 

item 40750078 
 

Concrete gutters BGU�XL DN500, class C250, with vertical spillway, without slope 
40750070 C250 №  0 DN500 1000 650 450/360 314.5 
40750071 C250  № 5�0 DN500 1000 650 475/385 322.7 
40750072 C250 №№ 10�0 DN500 1000 650 500/410 332.5 
40750073 C250  № 15�0 DN500 1000 650 525/435 340 
40750074 C250 №№ 20�0 DN500 1000 650 550/460 347.3 
40750075 C250  № 25�0 DN500 1000 650 575/485 355.6 
40750076 C250 №№ 30�0 DN500 1000 650 600/510 363.8 
40750077 C250  № 35�0 DN500 1000 650 625/535 372 
40750078 C250 №№ 40�0 DN500 1000 650 650/560 380.2 

 
* Diameter for pipes to the gutter with vertical spillway 315/400 mm 
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CONCRETE DRAINAGE SYSTEMS 
BGU�XL DN500 Drainage system manufacturing

 

  
 

Item Class of loading Type DN Length Width Height Weight 

   L C H/H1 kg 
   mm mm mm 

 
 
 

 
 
 
 
 
 
 

item. 40750001�40750040 
 

 

 
 

Concrete gutters BGU�XL DN500, class C250, with slope 0,5 % 

40750001 C250  1 DN500 1000 650 450/455 316.67 

40750002 C250  2 DN500 1000 650 455/460 318.96 

40750004 C250  4 DN500 1000 650 465/470 323.54 

40750006 C250  6 DN500 1000 650 475/480 328.12 

40750008 C250  8 DN500 1000 650 485/490 332.7 

40750010 C250  10 DN500 1000 650 495/500 337.28 

40750012 C250  12 DN500 1000 650 505/510 341.86 

40750014 C250  14 DN500 1000 650 515/520 346.44 

40750016 C250  16 DN500 1000 650 525/530 351.02 

40750018 C250  18 DN500 1000 650 535/540 344.3 

40750020 C250  20 DN500 1000 650 545/550 360.18 

40750022 C250  22 DN500 1000 650 555/560 364.76 

40750024 C250  24 DN500 1000 650 565/570 369.34 

40750026 C250  26 DN500 1000 650 575/580 373.92 

40750028 C250  28 DN500 1000 650 585/590 378.5 

40750030 C250  30 DN500 1000 650 595/600 383.08 

40750032 C250  32 DN500 1000 650 605/610 387.66 

40750034 C250  34 DN500 1000 650 615/620 392.24 

40750036 C250  36 DN500 1000 650 625/630 396.82 

40750038 C250  38 DN500 1000 650 635/640 401.4 

40750040 C250  40 DN500 1000 650 645/650 406 53
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CONCRETE DRAINAGE SYSTEMS
BGU�XL DN500
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Drainage system manufacturing 

H 

Item Class of loading Type DN Length Width Height Weight 

   L C H/H1 kg 
   mm mm mm 

 
 

L С 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

item 49050050 
 

Concrete sand trap BGU�XL DN500, class С250, single�section 
49050050 C250 500/640/1000 DN500 500 640 1000 304 

 
L C 

item 49050060                     

item 49001015 
 
 
 
 
 

item 49001016 

 
 
 
 
 

Concrete sand trap BGU�XL DN500, class С250, multi�sectional 
49050060 C250 500/640/600, upper part DN500 500 640 600 152 
49001015 560/690/520, multi�purpose intermediate part DN500 560 690 520 115 

 
 
 
 
 
 

item 49050900 

 

Multi�purpose basket for sand trap BGU�XL DN500 
49050900 DN500 400 447 163.5 3.76 
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49001016 560/690/570, multi�purpose lower part DN500 560 690 570 163
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CONCRETE DRAINAGE SYSTEMS 

Novosibirsk, Car dealer “Avtomir” Novosibirsk, stlmnt. Evropeisky 

On the city streets, drainage gutters BGU with cast�iron grates 

Drainage system manufacturing
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SURFACE DRAINAGE SYSTEMS
Sewer grates DN100

 

 

Drainage system manufacturing 

 
 

 
 
 

 

 

 
 

 

Item Class of loading Type DN Length Width Height Weight 

   L C H/H1 kg 
   mm mm mm 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
5 
 
 
 
 
 
 

 

 
item 504 

 
 
 

item 506 

 
item 5065 

 
item 507 

item 5075 

C 

item 508/1 
 

 
C 

 

item 501 
 
 

C 
 
 
 
 

 
C 

 
 
 
 
 

C 
 
 
 
 
 
 

C 

 
 
 

508/1 A15 with holes for fastening DN100 1000 136 20 1.6

504 A15 РВ �10.13,6.50 – mesh plastic DN100 500 137.8 16.5 0.42 
501 B125 РВ �10.13,6.100 – mesh galvanized steel DN100 1000 136 20 3.3 
506 C250 РВ �10.13,6.50 – slotted high�strength cast�iron DN100 500 136 13 2.1 
5065 C250 РВ �10.13,6.50 � slotted high�strength cast�iron galvanized DN100 500 136 13 2.2 
507 C250 РВ �10.13,6.50 mesh high�strength cast�iron DN100 500 136 13.5 2.7 
5075 C250 РВ �10.13,6.50 mesh high�strength cast�iron galvanized DN100 500 136 13.5 2.8 

  

500 A15 РВ�10.13,6.50 – drop�forged galvanized steel DN100 1000 136 20 0.8 
508 A15 РВ�10.13,6.100 – drop�forged galvanized steel DN100 1000 136 20 1.6 
502 A15 РВ �10.13,6.100 – drop�forged copper DN100 1000 136 20 1.6
503 A15 РВ �10.13,6.100 – drop�forged stainless steel DN100 1000 136 20 1.6
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SURFACE DRAINAGE SYSTEMS 
Sewer grates DN100 

 

 

Drainage system manufacturing

Item Class of loading Type DN Length Width Height Weight 

   L C H/H1 kg 
   mm mm mm 

 
 

 

 
 

 

item 108 item 107 item 103 item 104 

 

Accessories for sewer grates DN100 Fastener Gidrolica® to fasten grates to plastic drainage gutters 
DN100 
108 for items 504, 501, 506, 5065, 507, 5075 DN100 119 28 14 0.05 
108/1 for items 508/1 DN100 119 28 14 0.05 

 

Fastener Gidrolica® to fasten grates to polymer�concrete drainage gutters DN100 
107 for items 504, 501, 506, 5065, 507, 5075, 901, 902, 903 DN100 110 30 10 0.1 

Fastener Gidrolica ® for cast�iron grates DN100 
103 for items 506, 5065, 507, 5075 DN100 54 20 25 0.1 

Accessories for concrete gutters BGF/BGU DN100, class C250 Fastener Gidrolica for concrete 
drainage gutter DN100 
104 for items 504, 501, 506, 5065, 507, 5075, 700, 701 DN100 95 30 27 0.15 

 
GRATE FASTENING  
1. 2. 

 
 

 
 
 
 
 
 

1. Bend the locks, located on the inside edges of the 
grate slightly. 

2. Insert the grate into the gutter by force. 

1. Unscrew the bolt and install the main body of the 
fastener (without the bolt) in the gutter. 

2. Insert the bolt in the hole dedicated for bolts on 
the grate. 

3. Connect the fastener in the gutter, so that the bolt 
head is on top of the grate and the main body of the 
fastener is in the gutter. 

4. Tighten the bolt up to the stop, checking the main 
body of the fastener to ensure the reliable fastening 
of the grate and gutter. 
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SURFACE DRAINAGE SYSTEMS
Sewer grates DN150

 

 

Drainage system manufacturing 

H
H

Item Class of loading Type DN Length Width Height Weight 

   L C H/H1 kg 
   mm mm mm 

 
 

 

 
 

 
C 

 
item 518 

 
 
 

C 
 
 

item 511 
 

item 513 
 

  C 

item 516 

  C 

item 517 

 

Sewer grates for gutters DN150 Gidrolica® Standart/Standart Plus/BGF/BGU 
518 A15 РВ �15.18,6.100 – drop�forged galvanized steel DN150 1000 186 15 2,9 
511 B125 РВ �15.18,7.100 – mesh galvanized steel DN150 1000 187 22 4.8 
512 A15 РВ �15.18,6.100 – drop�forged galvanized steel DN150 1000 187 15 3 
516 C250 РВ �15.18,6.50 � slotted high�strength cast�iron DN150 500 186 23 3.54 
517 C250 РВ �15.18,6.50 � slotted high�strength cast�iron DN150 500 186 23 3.9 

 
 

арт. 118 

 

Accessories for plastic gutters DN150, class C250 Fastener Gidrolica® to fasten grates to  plastic 
drainage gutter DN150 
118 DN150 176 28 15 0.06 
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SURFACE DRAINAGE SYSTEMS 
Sewer grates DN200 

 

 

Drainage system manufacturing

 

  

 

Item Class of loading Type DN Length Width Height Weight 

   L C H/H1 kg 
   mm mm mm 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
item 524 

C 

item 528 

C 

item 522 
 

 C 

item 523 
 

 

 
item 527 C 

L C 

 
  

item 526 
 

Sewer grates for gutters DN200 Gidrolica® Standart/Standart Plus/PolyStandart/BGF/BGU 
528 A15 РВ �20.24.100 � drop�forged galvanized steel DN200 1000 236 20 3.4 
522 B125 РВ �20.24.100 � mesh galvanized steel DN200 1000 237 22 5.7 
523 A15 РВ �20.24.100 � drop�forged galvanized steel DN200 1000 236 15 3.54 
524 C250 РВ �20.24.50 � slotted high�strength cast�iron DN200 500 237 24 5 
525 C250 РВ �20.24.50 � slotted high�strength cast�iron DN200 500 237 24 6.1 
526 C250 КЛ�20.23,8.50 � plastic DN200 500 238 42 2.64 

 
 
 
 

item 128 
 
 

Accessories for plastic/polymer�concrete gutters DN200, class C250 Fatener Gidrolica® to fasten grates to 
polymer�concrete drainage gutters DN200 
128 DN200 226 40 36 0.25
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SURFACE DRAINAGE SYSTEMS
Sewer grates DN300

 

 

Drainage system manufacturing 

Sewer grates for gutters Gidrolica® Standart/BGU DN300 

 
 

 

 

Item Class of loading Type DN Length Width Height Weight 

   L C H/H1 kg 
   mm mm mm 

 
 
 
 
 
 
 
 
 
 
 

 531 С250 РВ�30.37.100 mesh galvanized steel DN300 1000 375 25 7,9 

   арт. 534 
 

534 С250 РВ �30.37.50 – slotted high�strength cast�iron DN300 500 358 10 14,3 
 

Accessories for plastic gutters DN300, class А15�C250 Fastener Gidrolica® to fasten grates to polymer�
concrete drainage gutter DN300 

138/1 to item 531 DN300 
138/4 to item  534 DN300 
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CONCRETE DRAINAGE SYSTEMS 
BGF�Z/BGU�Z DN100 

 

 

Drainage system manufacturing

 

Gidrolica® Pro – plastic gutter with increased flange for nylon grate with class of loading C250. 
Application 
field: 

– private house building, country house building 
– city development 
– sports facilities 

Quality: – gutters are made of frost�resistant polypropylene 
– the material is resistant to difficult environment, as well as to the effects 
of corrosive substances 

ADVANTAGES OF PLASTIC (NYLON) GRATES: 
– High strength of the material 
–  Resistance to mechanical wear, oils, organic solvents, gasoline, 

reagents  
– They withstand temperatures in the range from �50 to + 140 °C 
– Light weight, ease of installation  
– Extended stiffener plates 
–  They are able to withstand the weight 

of passenger cars 
 
 
 
 
 
 
 
 

Item Class of loading Type DN Length Width Height Weight 

   L C H/H1 kg 
   mm mm mm 

 
 

 

 
 
 
 
 

item 800pro 
 
 
 

Plastic gutters Gidrolica® Pro DN100, class C250 
800pro С250 ЛВ�10.14,5.15,2 � plastic DN100 1000 146 152/129 1.7 

 

 

 
C 

item 509 

Sewer grate for gutter Gidrolica® Pro DN100, class C250 
509 C250 РВ �10.13,5.50 – slotted plastic DN100 500 138 21 1.24 
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PLASTIC DRAINAGE SYSTEMS
Gidrolica® Pro DN300

 

 

Drainage system manufacturing 

 

  

Item Class of loading Type DN Length Width Height Weight 

   L C H/H1 kg 
   mm mm mm 

 
 
 
 
 
 

 
Plastic gutters Gidrolica® Pro DN150, class С250 
815pro С250 ЛВ�15.19,6.11,7 � plastic DN150 1000 196 117/97 1.86 

 

item 512 
 

Sewer grates for gutters Gidrolica® Pro DN150, high�strength cast�iron, class С250 
512 C250 РВ �15.18,8.50 – slotted plastic DN150 500 188 21 2.07
Fastener for plastic drainage gutter Gidrolica® Pro 
106 

 
DN 

 

 
 
 

C 

 834pro C250 ЛВ�30.38.49,4 DN300 1000 380 494/444 8.9 

   item 535 

 

 
 

item 536 
 

Blank cover for drainage gutter Gidrolica® Pro DN300, class С250 
 536 C250 КЛ�30.35,8.50 � plastic DN300 500 358 42 3.98 

 

Fastener for plastic drainage gutter Gidrolica® Pro 
106 DN100�300 
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Plastic gutters Gidrolica® Pro DN300, class С250 
832pro C250 ЛВ�30.38.29,4 DN300 1000 380 294/244 6.29 
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CONCRETE DRAINAGE SYSTEMS 
BGF�Z/BGU�Z DN100 

 

 

Drainage system manufacturing

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
– PLASTIC 

DRAINAGE 
SYSTEMS 
Gidrolica®Super 

– CONCRETE 
DRAINAGE 
SYSTEMS BGF�
Z, 
BGU�Z, 
BGZ�S 

 
 
 
 
 
 
 
 
 

SURFACE DRAINAGE SYSTEMS FOR CLASS OF LOADING 
D400, E600 
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PLASTIC DRAINAGE SYSTEM
Gidrolica® Super DN100

 

 

Drainage system manufacturing 

 

 
 

Gidrolica® Super – plastic gutters, reinforced with galvanized steel nozzle and inserts for 
additional holding in concrete. They are used with grates with classes of loading D400�E600. 
Application 
field: 

– fuel stations 
– carwashes 
– logistic centers 
– transport terminals 
– manufacturing facilities 
– storage compounds 

Quality: – made of frost�resistant polypropylene 
– the material is resistant to difficult environment, as well as to 

the effects of corrosive substances 
– reinforced galvanized steel nozzle that protects the gutter flange 

 
 

 

 
 

 

 

Item Class of loading Type DN Length Width Height Weight 

   L C H/H1 kg 
   mm mm mm 

 
 

 
 

 
 
 

0803 E600 ЛВ �10.14,5.10 DN100 1000 149 98.5/75.5  3.2 
0804 E600 ЛВ �10.14,5.12 DN100 1000 149 118.5/95.5  3.32 
0801 E600 ЛВ �10.14,5.14 DN100 1000 149 138.5/115.5  3.46 
0800 E600 ЛВ �10.14,5.15,5 DN100 1000 149 153.5/130.5  3.59 
0802 E600 ЛВ �10.14,5.20,5 DN100 1000 149 203.5/180.5 

 
 
 
 

DN 

4.07 

 
 
 
 
 
 

арт. 0808 
 

Plastic sand traps Gidrolica® Super DN100, class D400/E600 
0808 E600 ПУ �10.16.44 DN100 500 160 478 3.75 
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Plastic gutters Gidrolica® Super DN100 class D400/E600 
0805 E600 ЛВ �10.14,5.08 DN100 1000 149 81.5/66.5 3 
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PLASTIC DRAINAGE SYSTEMS 
Gidrolica® Pro DN100�150 

 

 

Drainage system manufacturing

 

H

  
 

 
32 

 

Item Class of loading Type DN Length Width Height Weight 

   L C H/H1 kg 
   mm mm mm 

 
 
 

C 

item 50109D 
C 

item 50109E 
 

  C 

item 509 

50109E E600 РВ �10.14.50 � slotted high�strength cast�iron DN100 500 140 21 4.4 
 

 
0816 E600 ЛВ �15.19,6.20,3 DN150 1000 199 203.5/183 4.5 

 

item 50159D 
 

item 50159E 

 
item 512 

50159E E600 РВ �15.19.50 � slotted high�strength cast�iron DN150 500 190 21 7.2 
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509 C250 РВ �10.13,5.50 – slotted plastic DN100 500 138 21 1.24

512 C250 РВ �15.18,8.50 – slotted plastic DN150 500 188 21 2.07 

     
Plastic gutters Gidrolica® Super DN150 class D400/E600 

68 32 
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Sewer grates for gutters Gidrolica® Super DN150, high�strength cast�iron, class D400/E600 
50159D D400 РВ �15.19.50�slotted high�strength cast�iron DN150 500 190 21 6.4 
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PLASTIC DRAINAGE SYSTEMS
Gidrolica® SuperDN200

 

 

Drainage system manufacturing 

 

Item Class of loading Type DN Length Width Height Weight 

   L C H/H1 kg 
   mm mm mm 

 
 

 

 
 
 
 
 
 
 
 
 

Plastic gutters Gidrolica® Super DN200 class D400/E600 
0821 E600 ЛВ �20.24,6.12 DN200 1000 249 118.5/98.5 2,92 
0820 E600 ЛВ �20.24,6.20 DN200 1000 249 203.5/183.5 4,74 

 
 
 
 
 
 
 
 
 
 
 

Multi�purpose plastic sand traps Gidrolica® Super DN150/200 class D400/E600 
0828 E600 ПУ �20.25.47,8 DN150/200 540 260 478 3,86 

 

item 50209D 

  Sewer grates for gutters Gidrolica® Super DN200, class С250/E600     
 525 C250 РВ�20.23,8.50 – mesh plastic DN200 500 238 42 2.4 

50209E E600  РВ �20.24.50 � slotted high�strength cast�iron DN200 500 240 21 9,52 
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0822 E600 ЛВ �20.24,6.25 DN200 1000 249 253/233 5,35

item 0822 

item 0828 

50209D D400  РВ �20.24.50 – slotted high�strength cast�iron DN200 500 240 21 8,5
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PLASTIC DRAINAGE SYSTEM 
Gidrolica® Super DN300 

 

 

Drainage system manufacturing

 

Item Class of loading Type DN Length Width Height Weight 

   L C H/H1 kg 
   mm mm mm 
 

 
 

 

 

Plastic gutters Gidrolica® Super DN300 class D400/E600 
0832 С250 ЛВ�30.38.29,6 DN300 1000 383 295,5/245,5 8.43 
0830 С250 ЛВ �30.38.39,6 DN300 1000 383 295,5/245,5 9.6 

 
 

item 50309E 

 535 C250 РВ�30.35,8.50 – mesh plastic DN300 500 358 42 3.52 
L C 

 

  
арт. 536 

 

  Blank cover for drainage gutter Gidrolica® Super DN300, class С250  
536 C250 КЛ�30.35,8.50 � plastic DN300 500 358 42 3.98 

 
 

Fastener to fasten grates to plastic drainage gutters Gidrolica® Super, class D400/E600 
106 pc. 
End plugs for drainage gutters Gidrolica® Super 
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Sewer grates for gutters Gidrolica® Super DN300, high�strength cast�iron, class С250/E600 
50309E E600 РВ �30.37,5.50 – slotted high�strength cast�iron DN300 500 375 21 19,1 

18101 plastic DN100 152 4 185 0.15 
18151 plastic DN100 202 4 235 0.17 
18201 plastic DN200 252 4 235 0.21 
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LINEAR DRAINAGE
Surface drainage systems BGF�Z, BGU�Z, BGZ�S,  BGM

 

 

Drainage system manufacturing 
 
   

 

CONCRETE GUTTERS OF CLASS D400, Е600 AND F900 – RIGHT CHOICE FOR HIGH LOADS 
 

Concrete gutters of class D400, Е600 and F900 are 
specially designed for use in areas with heavy traffic and 
high loads. 

 
 

 
1. Gutters are produced by the method of 

vibrocompression, allowing to achieve the most 
compact structure of the gutter, which has the lowest 
moisture absorption value, making them more frost�
resistant. 

2. Gutters are made of concrete B40, it is a robust 
construction, designed for operation under heavy 
loads. 

3. Grates are made of high�strength high�strength cast 
iron Vch40; these are reliable constructions for heavy 
loads. 

4. The edge of the gutter is protected by a special nozzle 
(steel or cast iron Vch40 / Vch50), which is concreted into 
the body of the gutter. 

5. Bolts are used to fasten the grate (up to 8 bolts per a 
linear meter). A special bolt joint has been specially 
developed allowing you to replace a failed bolt or nut 
quickly. Grates always remain fixed.  

6. Nozzles on the gutters are equipped with a special tenon, 
and the grates have a mortise that prevent longitudinal 
displacement of the grate, when combined. The use of the 
mortise�and�tenon system contributes to the uniform 
distribution of dynamic loads over the entire surface of 
the reinforcing nozzle.   



69

LINEAR DRAINAGE 
Surface drainage systems BGF�Z, BGU�Z, BGZ�S,  BGM

 

 

Drainage system manufacturing

REINFORCING NOZZLES OF CONCRETE GUTTERS OF CLASS D400, Е600 AND F900 
 

 Concrete gutters of class D400, Е600 and F900 are 
specially designed for use in areas with heavy traffic 
and high loads. 

1. Reinforcing steel nozzle It is an optimal and balanced 
solution for areas with loads D400, DN100, DN150, DN200.  

Advantages of galvanized steel nozzles: 
It is made of galvanized steel with a thickness of 
4 mm. This is a reliable and durable protection of 
the gutter edge. 
The nozzle has whiskers for fixing in the concrete 
structure of the tray, it is fully pressed and non�
removable. 
The nozzle provides holes for the nut of the 
changeable bolt joint between the gutter and the 
grate. 
The nozzle provides a mortise for tenon of the grate to 
prevent the longitudinal movement of the grate and to 
take some of the load from the bolt joint. 

2. Reinforcing cast�iron nozzle 
 Concrete gutters with cast�iron nozzles are the most 
robust solution for heavy traffic areas with loads from 
class E600 to F900. These nozzles improve gutter 
characteristics under intensive static and dynamic 
loads. 

Advantages of the cast�iron nozzle: 
The nozzle is made of high�strength cast iron 
Vch40/Vch50. 
The monolithic structure of the nozzle and rail 
shoulder provides a unique strength to the system 
of “tray, nozzle, grate, bolt joint”. 
Holes for the changeable nut close the gutter 
concrete hermetically, moisture does not affect the 
bolt joint. 

 
 
 
 

Whiskers to fix the 
nozzle on the gutter 

 
 
 

Whiskers to fix the 
nozzle on the gutter 

 
 
 
 

 
Hole for nut (of 
changeable bolt 
joint) 

Mortise to prevent the 
longitudinal movement of 
the grate 
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CONCRETE DRAINAGE SYSTEMS
BGF�Z/BGU�Z DN100

 

 

Drainage system manufacturing 
 

BGF�Z are shallow�draught concrete gutters with h�shaped galvanized nozzle.    
BGU�Z are multi�purpose concrete gutters with h�shaped galvanized nozzle. 

Application 
field: 

– fuel stations 
– shipping facilities 
– storage areas 
– industrial construction 

Quality: – high quality concrete with class not lower than B40 
– moisture absorption ratio is not more than 6% 
– concrete grade according to frost resistance is not lower than F200 
– resistance to corrosive substances 
– h�shaped nozzle from galvanized steel 

BGF�Z 

BGU�Z 

 

Item Class of loading Type DN Length Width Height Weight 

   L C H/H1 kg 
   mm mm mm 
 

 
 

 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
  

 

Shallow�draught concrete gutters  BGF�Z DN100, class D400/E600, with galvanized nozzle, with vertical spillway, without 
slope 
12573 E600 h 100 DN100 1000 163 100/65 18
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CONCRETE DRAINAGE SYSTEMS 
BGF�Z/BGU�Z DN100 

 

 

Drainage system manufacturingDrainage system manufacturing

item 14576�14585 

C 

  
 

Item Class of loading Type DN Length Width Height Weight 

   L C H/H1 kg 
   mm mm mm 
 

 
 

 
 
 
 
 
 
 
 

 

 
Multi�purpose concrete gutters BGU�Z DN100, class D400/E600, with galvanized nozzle, without slope 
14570 E600   0 DN100 1000 163 165/125 35.7 
14571 E600   5�0 DN100 1000 163 190/150 39.45 
14572 E600   10�0 DN100 1000 163 215/175 43.2 

DN 

 
 
 
 
 
 
 

item 14573 

 
 

Multi�purpose concrete gutters BGU�Z DN100, class D400/E600, with galvanized nozzle,  with vertical spillway, without slope 

14573 E600   0 DN100 1000 163 165/125 33.7
14574 E600   5�0 DN100 1000 163 190/150 37.45 

       
 

L 

 

DN 
 
 
 

А B 
 
 
 

(i=0,5%) 

  
 

Multi�purpose concrete gutters BGU�Z DN100, class D400/E600, with galvanized nozzle,  with slope 0,5 % 
14576 E600  № 1 DN100 1000 163 165/170 36.08 
14577 E600  № 2 DN100 1000 163 170/175 36.83 
14578 E600 № 3 DN100 1000 163 175/180 37.58 
14579 E600  № 4 DN100 1000 163 180/185 38.33 
14580 E600 №5 DN100 1000 163 185/190 39.08 
14581 E600  № 6 DN100 1000 163 190/195 39.83 
14582 E600 № 7 DN100 1000 163 195/200 40.58 
14583 E600  № 8 DN100 1000 163 200/205 41.33 
14584 E600  № 9 DN100 1000 163 205/210 42.08 
14585 E600  № 10 DN100 1000 163 210/215 42.83 
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CONCRETE DRAINAGE SYSTEMS
BGU�Z/DN100

 

 

Drainage system manufacturing 

C 

  

 

Item Class of loading Type DN Length Width Height Weight 

   L C H/H1 kg 
   mm mm mm 
 

 
 

 
DN 

 

item 22195 

 

 
Multi�purpose concrete sand traps BGU�Z DN100, class D400/E600 with galvanized nozzle, 
22195 E600 DN100 500 201 510/125 47.7 

 
 
 
 
 
 

 
item 49010900 

 
 

Multi�purpose basket for sand trap BGU�Z DN100 
49010900 galvanized steel DN100 400 80 163.5 2.0 

 
 

L H 

item RU23002 

  
L H 

item 23820 

 
Sewer grates for gutters BGF�Z/BGU�Z DN100, class D400/E600 
RU23002 D400 500/147/25, 18/120 – slotted cast�iron DN100 500 147 25 4 
23820 E600 500/147/25, 27/13 – mesh cast�iron DN100 500 147 25 4.3 
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CONCRETE DRAINAGE SYSTEMS 
BGF�Z/BGU�Z DN150 

 

 

Drainage system manufacturing

 110

     
 

Item Class of loading Type DN Length Width Height Weight 

   L C H/H1 kg 
   mm mm mm 
 

 
 

 
 
 
 

 
 

 
 

 
 
 
 
 
 

 

 
 
 
 
 
 
 
 
 
 
 
 

 

 

Multi�purpose concrete gutters BGU�Z DN150, class D400/E600, with galvanized nozzle, without slope 
14670 E600 №  0 DN150 1000 213 215/175 53.7 
14671 E600  № 5�0 DN150 1000 213 240/200 57.2 
14672 E600  № 10�0 DN150 1000 213 265/225 60.7 

DN 

 
 
 
 
 
 

item 14673 C 

 
Multi�purpose concrete gutters BGU�Z DN150, class D400/E600, with galvanized nozzle, with vertical spillway, without slope 

14673 E600 №  0 DN150 1000 213 215/175 50.7
14674 E600  № 5�0 DN150 1000 213 240/200 54.2 
14675 E600  № 10�0 DN150 1000 213 265/225 57,7 
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CONCRETE DRAINAGE SYSTEMS
BGU�Z/DN150

 

 

Drainage system manufacturing 

  

 

Item Class of loading Type DN Length Width Height Weight 

   L C H/H1 kg 
   mm mm mm 
 

 
 

 
L 

 
 

А B 
 
 
 
 

(i=0,5%) 
C 

 
 

Multi�purpose concrete gutters BGU�Z DN150, class D400/E600, with galvanized nozzle, with slope 0,5 % 
14676 E600  № 1 DN150 1000 213 215/220 54.05 
14677 E600  № 2 DN150 1000 213 220/225 54.75 
14678 E600  № 3 DN150 1000 213 225/230 55.45 
14679 E600 №  4 DN150 1000 213 230/235 56.15 
14680 E600 № 5 DN150 1000 213 235/240 56.85 
14681 E600  № 6 DN150 1000 213 240/245 57.55 
14682 E600 № 7 DN150 1000 213 245/250 58.25 
14683 E600  № 8 DN150 1000 213 250/255 58.95 
14684 E600 № 9 DN150 1000 213 255/260 59.65 
14685 E600  № 10 DN150 1000 213 260/265 60.35 

 
 
 
 
 
 
 

 
item 22201 

 
Concrete sand trap BGZ�S DN150, class E600/F900, with cast�iron nozzle 
22201 F900 DN150 500 261 690 95 

 
 
 
 

 
item 49015900 

 
 

Multi�purpose basket for sand trap BGU�Z DN150 
49015900 Galvanized steel DN150 400 120 163.5 2.0 
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CONCRETE DRAINAGE SYSTEMS 
BGF�Z/BGU�Z DN150�200 

 

 

Drainage system manufacturing

арт. 12771 



 
 

  

 

Item Class of loading Type DN Length Width Height Weight 

   L C H/H1 kg 
   mm mm mm 

 
 

item RU22038 L H 

  
itemRU22712 L H 

 

Sewer grates for gutters BGF�Z/BGU�Z DN150, class D400/E600 
RU22038 D400 500/197/25, 18/170 – slotted cast�iron DN150 500 197 25 7 
RU22712 E600 500/197/25, 27/13 – mesh cast�iron DN150 500 197 25 7.33 

DN 

C 

 

 
 
 
 
 

DN 
 
 
 
 
 
 
 

 
C 

 
 

Shallow�draught concrete gutters BGF�Z DN200, class D400/E600, with galvanized nozzle, with vertical spillway, without slope 

12771 E600 h 100 DN200 1000 263 100/65 27.3 
 
 
 
 

 

* Diameter for pipes to the gutter with vertical spillway 160/200 mm 
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CONCRETE DRAINAGE SYSTEMS
BGZ�S

 

 

Drainage system manufacturing 

. 14776�14785 

25
 

  

 

Item Class of loading Type DN Length Width Height Weight 

   L C H/H1 kg 
   mm mm mm 

 
DN 

 
 
 
 
 
 
 
 
 
 
 
 

C 
 

Multi�purpose concrete gutters BGU�Z DN200, class D400/E600, with galvanized nozzle, without slope 
14770 E600 №  0 DN200 1000 263 280/225 82.7 
14771 E600  № 5�0 DN200 1000 263 305/250 86.7 
14772 E600   №10�0 DN200 1000 263 330/275 90.7 

DN 
 
 
 
 
 
 
 
 
 
 
 

 160 

C 

 

Multi�purpose concrete gutters BGU�Z DN200, class D400/E600, with galvanized nozzle, with vertical spillway, without slope 

14773 E600  № 0 DN200 1000 263 280/225 76.7 
14774 E600  № 5�0 DN200 1000 263 305/250 80.7 

    
 
 
 

DN

   
 

 
L 

 

 
 
 

А B 
 
 
 
 

(i=0,5%) 

 
Multi�purpose concrete gutters BGU�Z DN200, class D400/E600, with galvanized nozzle, with slope 0,5 % 
14776 E600  № 1 DN200 1000 263 280/285 83.1 
14777 E600  № 2 DN200 1000 263 285/290 83.9 
14778 E600 № 3 DN200 1000 263 290/295 84.7 
14779 E600 №  4 DN200 1000 263 295/300 85.5 
14780 E600 № 5 DN200 1000 263 300/305 86.3 
14781 E600 №  6 DN200 1000 263 305/310 87.1 
14782 E600  № 7 DN200 1000 263 310/315 87.9 
14783 E600 №  8 DN200 1000 263 315/320 88.7 
14784 E600  № 9 DN200 1000 263 320/325 89.5 
14785 E600  № 10 DN200 1000 263 325/330 90.3 

 

* Diameter for pipes to the gutter with vertical spillway 160/200 mm 
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CONCRETE DRAINAGE SYSTEMS 
BGU�Z DN200 

 

 

C 

Item Class of loading Type DN Length Width Height Weight 

   L C H/H1 kg 
   mm mm mm 

 
 

 

 
 
 
 
 
 
 
 
 

item 49020100 

 
 

Sand traps BGZ�S DN200, class E600/F900, with cast�iron nozzle 
49020100 F900 500/340/750, single�section DN200 500 340 750 138 

 
 
 
 
 
 
 
 

Multi�purpose basket for sand traps BGU�Z DN200 
49020900 Galvanized steel DN200 400 175 163.5 2.1 

 
 
 
 
 

H 

item RU22039 

  H 

item RU22722 
 

Sewer grates for gutters BGF�Z/ BGU�Z DN200, class D400/E600 
RU22039 D400 500/247/25, 18/220 – slotted cast�iron DN200 500 247 25 7.7 
RU22722 E600 500/247/25, 27/13 – mesh cast�iron DN200 500 247 25 9.1 

 
Fastener for cast�iron grates 
22281 для BGF�Z, BGU�Z DN100�200 
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CONCRETE DRAINAGE SYSTEMS
BGZ�S

 

 

Drainage system manufacturing 
 

 

BGZ�S is a series of concrete drainage gutters with a Z�shaped cast�iron nozzle pressed into the body 
of the gutter for use in areas of high and ultrahigh loads. 

 

Application 
field: 

–fuel stations 
–highways 
–shipping facilities 
–storage areas 
–ports 
–industrial construction 

Quality: –high�quality concrete with class B60 
–moisture absorption ratio is 2,2% 
–concrete grade according to frost resistance is F2300 
– concrete grade according to water resistance is W10 
–gutter wall thickness is 47mm 
– additional reinforcement of the gutter walls with reinforcing 

rail shoulders to prevent its destruction  
– supporting structure is made of high�strength cast iron Vch40 
– monolithic structure of the supporting structure and rail 

shoulder to enhance connection with the gutter body and 
prevent its destruction  

 

 The installation of drainage gutters BGZ�S is 
recommended in areas of high mechanical loads 
(E600/F900). As an additional reinforcement of the 
structure, wall reinforcement with galvanized steel 
rods is used.  
Pins for reinforcement are installed in a monolithic 
structure of the nozzle with the rail shoulder. They are 
securely hidden in concrete and protected from moisture 
and air, thus, not subject to corrosion.  
 Reinforcement of the gutter walls with steel pins 
strengthens them additionally and prevents destruction of 
the entire system. 
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CONCRETE DRAINAGE SYSTEMS 
BGZ�S DN150 

 

 

Drainage system manufacturing

Item Class of loading Type DN Length Width Height Weight 

   L C H/H1 kg 
   mm mm mm 
 

 
 

 
 
 
 
 
 
 
 
 
 
 

Concrete gutters BGZ�S DN150, class E600/F900, with cast�iron nozzle, without slope 
16600 F900 №  0 DN150 1000 246 240/180 86 
16601 F900  № 5�0 DN150 1000 246 265/205 90,75 
16602 F900  № 10�0 DN150 1000 246 290/320 91,5 
16603 F900   № 15�0 DN150 1000 246 315/255 100.25 
16604 F900   № 20�0 DN150 1000 246 340/280 105 

 
 
 
 
 
 
 
 
 
 
 

 
Concrete gutters BGZ�S DN150, class E600/F900, with cast�iron nozzle, with vertical spillway, without slope 
16605 F900 №  0 DN150 1000 246 240/180 82 
16606 F900  № 5�0 DN150 1000 246 265/205 86.75 
16607 F900 №10�0 DN150 1000 246 290/320 91,5 
16608 F900 №  15�0 DN150 1000 246 315/255 96.25 
16609 F900 № 20�0 DN150 1000 246 340/280 101 

 
* Diameter for pipes to the gutter with vertical spillway 110/160 mm 
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CONCRETE DRAINAGE SYSTEMS
BGZ�S DN150

 

 

Drainage system manufacturing 

  

Item Class of loading Type DN Length Width Height Weight 

   L C H/H1 kg 
   mm mm mm 

 
 

 

 
 
 
 
 
 
 
 

Concrete gutters BGZ�S DN150, class E600/F900, with cast�iron nozzle, with slope 0,5% 
16610 F900  № 1 DN150 1000 246 240/245 86.48 
16611 F900 №  2 DN150 1000 246 245/250 87.43 
16612 F900 №  3 DN150 1000 246 250/255 88,38 
16613 F900  № 4 DN150 1000 246 255/260 89.33 
16614 F900  № 5 DN150 1000 246 260/265 90,28 
16615 F900 №  6 DN150 1000 246 265/270 91.23 
16616 F900 № 7 DN150 1000 246 270/275 92,18 
16617 F900 №  8 DN150 1000 246 275/280 93.13 
16618 F900 №  9 DN150 1000 246 280/285 94,08 
16619 F900  № 10 DN150 1000 246 285/290 95.03 
16620 F900 № 11 DN150 1000 246 290/295 95.58 
16621 F900  № 12 DN150 1000 246 295/300 96.93 
16622 F900 № 13 DN150 1000 246 300/305 97,88 
16623 F900  № 14 DN150 1000 246 305/310 98.83 
16624 F900 № 15 DN150 1000 246 310/315 99,78 
16625 F900  № 16 DN150 1000 246 315/320 100.73 
16626 F900 № 17 DN150 1000 246 315/320 101,68 
16627 F900 №  18 DN150 1000 246 325/330 102.63 
16628 F900 № 19 DN150 1000 246 330/335 103.58 
16629 F900  № 20 DN150 1000 246 335/340 104.53 

 
 
 

 
арт.RU22712 L H 

 

арт. RU22005 L H 

 

Sewer grates for gutters BGZ�S DN150, class E600/F900 
RU22712 E600 500/197/25, 27/13, mesh cast�iron DN150 500 197 25 7.3 
RU22005 F900 500/197/25, SW18/170 slotted cast�iron DN150 500 197 25 8,87 
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CONCRETE DRAINAGE SYSTEMS 
BGZ�S DN150�200 

 

 

Drainage system manufacturing

item 49015900 

item 16726 

  

 
 

Item Class of loading Type DN Length Width Height Weight 

   L C H/H1 kg 
   mm mm mm 

 

item 22201 
    

 
 

Concrete sand trap BGZ�S DN150, class E600/F900, with cast�iron nozzle 
22201 F900 DN150 500 261 690 95 

 

 

Multi�purpose basket for sand trap BGZ�S DN150 
49015900 galvanized steel DN150 400 120 163.5 2.0 

 

 

 
16701 F900  № 5�0 DN200 1000 298 320/250 119 
16702 F900   № 10�0 DN200 1000 298 345/275 124 
16726 F900  № 15�0 DN200 1000 298 370/300 129 
16727 F900  № 20�0 DN200 1000 298 395/325 134 

 
 
 
 
 
 
 
 
 

Concrete gutters BGZ�S DN200, class E600/F900, with cast�iron nozzle, with vertical spillway, without slope 
16703 F900  № 0 DN200 1000 298 295/225 107 
16704 F900  № 5�0 DN200 1000 298 320/250 112 
16705 F900 № 10�0 DN200 1000 298 345/275 117 
16728 F900 № 15�0 DN200 1000 298 370/300 122 
16729 F900 № 20�0 DN200 1000 298 395/325 127 
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Concrete gutters BGZ�S DN200, class E600/F900, with cast�iron nozzle, without slope 

item 16703 
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CONCRETE DRAINAGE SYSTEMS
BGZ�S DN200

 

 

Drainage system manufacturing 

  

 

Item Class of loading Type DN Length Width Height Weight 

   L C H/H1 kg 
   mm mm mm 
 

 
 

 

DN L 
 
 
 
 
 
 
 
 
 

C 

 

25
А,В

 

  
 
 
 
А 

        
 
 
 
B 

  item 16706�16739         (i=0,5%)     

Concrete gutters BGZ�S DN200, class E600/F900, with cast�iron nozzle, , with slope 0,5%     

16706 F900 1 DN200 1000   298 295/300 114.5 298   

16707 F900 2 DN200 1000   298 300/305 115.5 298   

16708 F900 3 DN200 1000   298 305/310 116.5 298   

16709 F900 4 DN200 1000   298 310/315 117.5 298   

16710 F900 5 DN200 1000   298 315/320 118.5 298   

16711 F900 6 DN200 1000   298 320/325 119.5 298   

16712 F900 7 DN200 1000   298 325/330 120.5 298   

16713 F900 8 DN200 1000   298 330/335 121.5 298   

16714 F900 9 DN200 1000   298 335/340 122.5 298   

16715 F900 10 DN200 1000   298 340/345 123.5 298   

16730 F900 11 DN200 1000   298 345/350 124.5 298   

16731 F900 12 DN200 1000   298 350/355 125.5 298   

16732 F900 13 DN200 1000   298 355/360 126.5 298   

16733 F900 14 DN200 1000   298 360/365 127.5 298   

16734 F900 15 DN200 1000   298 365/370 128.5 298   

16735 F900 16 DN200 1000   298 370/375 129.5 298   

16736 F900 17 DN200 1000   298 375/380 130.5 298   

16737 F900 18 DN200 1000   298 380/385 131.5 298   

16738 F900 19 DN200 1000   298 385/390 132.5 298   

16739 F900 20 DN200 1000   298 390/395 133.5 298   

 
 
 
 
 

item RU22722 L H 

 

item RU22008 L H 

 

Sewer grates for gutters BGZ�S DN200, class E600/F900 
RU22722 E600 500/247/25, 27/13 – mesh cast�iron DN200 500 247 25 9.1 
RU22008 F900 500/247/25, 16/220 – slotted cast�iron DN200 500 247 25 12 
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CONCRETE DRAINAGE SYSTEMS 
BGZ�S DN200 

 

 

Drainage system manufacturing

  

Item Class of loading Type DN Length Width Height Weight 

   L C H/H1 kg 
   mm mm mm 

 
 

 
 
 
 
 
 
 
 
 

item 49020100 

 
 

Sand traps BGZ�S DN200, class E600/F900, with cast�iron nozzle 
49020100 F900 500/340/750, single�section DN200 500 340 750 138 

item 49020110 
            

 

item 49001000 
 
 
 
 

 
item 49001001 

 
 
 
 
 
 
 
 

Accessories for sand traps BGZ�S DN200 
49020110 F900 500/340/500, upper part DN200 500 340 500 77 
49001000 560/390/520, multi�purpose intermediate part DN200 560 390 520 82 

 
 
 
 
 
 
 

item 49020900 

 

Multi�purpose basket for sand trap BGZ�S DN200 
49020900 galvanized steel DN200 400 175 163.5 2.1 
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49001001 560/390/570, multi�purpose lower part DN200 560 390 570 103
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CONCRETE DRAINAGE SYSTEMS
BGZ�S DN300

 

 

Drainage system manufacturing 

 

    
 

 
 

Item Class of loading Type DN Length Width Height Weight 

   L C H/H1 kg 
   mm mm mm 

 
 
 
 
 
 
 

 
C 

item 16800 
 

40630161  F900  № 5�0 DN300 1000 399 420/350 166 
40630162  F900  № 10�0 DN300 1000 399 445/375 172 
40630163  F900  № 15�0 DN300 1000 399 470/400 178 
40630164  F900  № 20�0 DN300 1000 399 495/425 184 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

C 

 

Concrete gutters BGZ�S DN300, class E600/F900, with cast�iron nozzle, with vertical spillway, without slope 
16801 F900 №  0 DN300 1000 399 395/325 162 
40630171 F900  № 5�0 DN300 1000 399 420/350 159 
40630172 F900 № 10�0 DN300 1000 399 445/375 165 
40630173 F900 № 15�0 DN300 1000 399 470/400 171 
40630174 F900 № 20�0 DN300 1000 399 495/425 177 

 
 

* Diameter for pipes to the gutter with vertical spillway 200/315 mm 
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CONCRETE DRAINAGE SYSTEMS 
BGZ�S DN300 

 

 

Drainage system manufacturing

C 

  

  

 
 

Item Class of loading Type DN Length Width Height Weight 

   L C H/H1 kg 
   mm mm mm 

 

 

C (i=0,5%) 

item 40630101�40630120 
 

Concrete gutters BGZ�S DN300, class E600/F900, with cast�iron nozzle, with slope 0,5% 
40630101 F900 1 DN300 1000 399 395/400 162.5 

40630102 F900 2 DN300 1000 399 400/405 163.1 

40630103 F900 3 DN300 1000 399 405/410 163.7 

40630104 F900 4 DN300 1000 399 410/415 164.9 

40630105 F900 5 DN300 1000 399 415/420 166.1 

40630106 F900 6 DN300 1000 399 420/425 167.3 

40630107 F900 7 DN300 1000 399 425/430 168.5 

40630108 F900 8 DN300 1000 399 430/435 169.7 

40630109 F900 9 DN300 1000 399 435/440 170.9 

40630110 F900 10 DN300 1000 399 440/445 172.1 

40630111 F900 11 DN300 1000 399 445/450 173.3 

40630112 F900 12 DN300 1000 399 450/455 174.5 

40630113 F900 13 DN300 1000 399 455/460 175.7 

40630114 F900 14 DN300 1000 399 460/465 176.9 

40630115 F900 15 DN300 1000 399 465/470 178.1 

40630116 F900 16 DN300 1000 399 470/475 179.3 

40630117 F900 17 DN300 1000 399 475/480 180.5 

40630118 F900 18 DN300 1000 399 480/485 181.7 

40630119 F900 19 DN300 1000 399 485/490 182.9 

40630120 F900 20 DN300 1000 399 490/495 184 
 
 
 

 
item RU22732 

L H 
 

item RU22016      

L H 
 

Sewer grates for gutters BGZ�S DN300, class E600/F900, 
RU22732 E600 500/347/25, 25/14 – mesh cast�iron DN300 500 347 25 16.5 
RU22016 F900 500/347/25, 16/148 – slotted cast�iron DN300 500 347 25 30.9 
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CONCRETE DRAINAGE SYSTEMS
BGZ�S DN300

 

 

Drainage system manufacturing 

Item Class of loading Type DN Length Width Height Weight 

   L C H/H1 kg 
   mm mm mm 

 
 

 

 
 
 
 
 
 
 
 

item 49030100 

 

Sand traps BGZ�S DN300, class E600/F900, with cast�iron nozzle 
49030100 F900 500/440/900, single�section DN300 500 440 900 200 

 
 
 
 
 
 

 
item 49030110 

 
 
 
 
 
 

item 49001005 
 
 
 
 

item 49001006 

 
 
 
 
 
 
 
 

Accessories for sand traps BGZ�S DN300 
49030110 F900 500/440/600, upper part DN300 500 440 600 109 
49001005 560/490/520, multi�purpose intermediate part DN300 560 490 520 93 

 
 
 
 
 
 
 
 

 
Multi�purpose basket for sand trap BGZ�S DN300 
49030900 Galvanized steel DN300 400 265 163.5 2.1 
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49001006 560/490/570, multi�purpose lower part DN300 560 490 570 130
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CONCRETE DRAINAGE SYSTEMS 
BGZ�S DN300 

 

 

Drainage system manufacturing

 

 
 
 
 

 
 
 
 

 
 
 
 

 
 
 
 

    

 

Item Class of loading Type DN Length Width Height Weight 

   L C H/H1 kg 
   mm mm mm 
 

 
 

 
 
 
 

 
 
 

C 

 

 
 
 
 
 
 
 
 

C 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

* Diameter for pipes to the gutter with vertical spillway 315/400 mm 
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Concrete gutters BGZ�S DN400 class E600/F900, with cast�iron nozzle, with vertical spillway, without slope 

40640170 F900 №  0 DN400 1000 499 395/325 203 
40640171 F900 №5 DN400 1000 499 420/350 208 

40640172 F900 №10 DN400 1000 499 445/375 214 

40640173 F900 №15 DN400 1000 499 470/400 219 

40640174 F900 №20 DN400 1000 499 495/425 225 
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CONCRETE DRAINAGE SYSTEMS
BGZ�S DN400

 

 

Drainage system manufacturing 
  

 

Item Class of loading Type DN Length Width Height Weight 

   L C H/H1 kg 
   mm mm mm 

 
 
 

 (i=0,5%) 

 
 

Concrete gutters BGZ�S DN400 class E600/F900, with cast�iron nozzle, with slope 0,5% 
40640101 F900   №1 DN400 1000 499 395/400 203 
40640102 F900   №2 DN400 1000 499 400/405 204 
40640103 F900 №3 DN400 1000 499 405/410 205 
40640104 F900 №4 DN400 1000 499 410/415 207 
40640105 F900 №5 DN400 1000 499 415/420 208 
40640106 F900 №6 DN400 1000 499 420/425 209 
40640107 F900 №7 DN400 1000 499 425/430 210 
40640108 F900 №8 DN400 1000 499 430/435 211 
40640109 F900 №9 DN400 1000 499 435/440 212 
40640110 F900 №10 DN400 1000 499 440/445 213 
40640111 F900 №11 DN400 1000 499 445/450 214 
40640112 F900 №12 DN400 1000 499 450/455 215 
40640113 F900 №13 DN400 1000 499 455/460 216 
40640114 F900 №14 DN400 1000 499 460/465 218 
40640115 F900 №15 DN400 1000 499 465/470 219 
40640116 F900 №16 DN400 1000 499 470/475 220 
40640117 F900 №17 DN400 1000 499 475/480 221 
40640118 F900 №18 DN400 1000 499 480/485 222 
40640119 F900 №19 DN400 1000 499 485/490 223 
40640120 F900 №20 DN400 1000 499 490/495 224 

 
 
 
 
 
 

item RU22045 item RU22046 L H L H 

 

Sewer grates for gutters BGZ�S DN400, class E600/F900 
RU22045 E600 500/447/25, MW 25/14 – mesh cast�iron DN400 500 447 25 26.87 
RU22046 F900 500/447/25, 18/200 – slotted cast�iron DN400 500 447 25 31.70 

 

Fastener for cast�iron grates 
22281 для BGZ�S DN150�DN400 
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CONCRETE DRAINAGE SYSTEMS 
BGZ�S DN400 

 

 

Drainage system manufacturing

Item Class of loading Type DN Length Width Height Weight 

   L C H/H1 kg 
   mm mm mm 

 
 

 

Sand traps BGZ�S DN400, class E600/F900, with cast�iron nozzle 
49040100 F900 500/540/1000, single�section DN400 500 540 1000 249 

 
 
 
 
 
 
 

item 49040110 
 
 
 
 
 
 

item 49001010 
 
 
 
 
 

item 49001011 

 
 
 
 
 
 
 

Accessories for sand traps BGZ�S DN400 
49040110 F900 500/540/600, upper part DN400 500 540 600 113 
49001010 560/590/520, multi�purpose intermediate part DN400 560 590 520 104 

 
 
 
 

item 49040900 

 

Multi�purpose basket for sand trap BGZ�S DN400 
49040900 galvanized steel DN400 400 365 163.5 3.24 
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49001011 560/590/570, multi�purpose lower part DN400 560 590 570 147
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CONCRETE DRAINAGE SYSTEMS
BGZ�S DN500   

 

Drainage system manufacturing 

 

 
 

 

Item Class of loading Type DN Length Width Height Weight 

   L C H/H1 kg
   

mm  

 

 
 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
* Diameter for pipes to the gutter with vertical spillway 315/400 mm 
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Concrete gutters BGZ�S DN500 class E600/F900, with cast�iron nozzle, with vertical spillway, without slope 

40650170 F900  0 DN500 1000 594 450 266.25 

40650171 F900  №5 DN500 1000 594 475 271.55 
40650172 F900 №10 DN500 1000 594 500 276.85 

40650173 F900 № 15 DN500 1000 594 525 282.15 

40650174 F900 №№20 DN500 1000 594 550 287.5 
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CONCRETE DRAINAGE SYSTEMS 
BGZ�S DN500 

 

 

Drainage system manufacturing

Item Class of loading Type DN Length Width Height Weight 

   L C H/H1 kg 
   mm mm mm 
 
 

 
 

 

 
 
 

C 
 
 
 
 

(i=0,5%) 

 

Concrete gutters BGZ�S DN500 class E600/F900, with cast�iron nozzle, with slope 0,5% 

40650101 F900 №  1 DN500 1000 603  450/455 274.31

40650102 F900 №  2 DN500 1000 603  455/460 275.37

40650103 F900  № 3 DN500 1000 603  460/465 276.43

40650104 F900 №  4 DN500 1000 603  465/470 277.49

40650105 F900  № 5 DN500 1000 603  470/475 278.55

40650106 F900  № 6 DN500 1000 603  475/480 279.61

40650107 F900 №  7 DN500 1000 603  480/485 280.67

40650108 F900 №  8 DN500 1000 603  485/490 281.73
40650109 F900 №  9 DN500 1000 603  490/495 282.79

40650110 F900 №  10 DN500 1000 603  495/500 283.85

40650111 F900  № 11 DN500 1000 603  500/505 284.91

40650112 F900 №  12 DN500 1000 603  505/510 285.97

40650113 F900 №  13 DN500 1000 603  510/515 287.03

40650114 F900 №  14 DN500 1000 603  515/520 288.09

40650115 F900 №  15 DN500 1000 603  520/525 289.15

40650116 F900 №  16 DN500 1000 603  525/530 290.21

40650117 F900 №  17 DN500 1000 603  530/535 291.27

40650118 F900  № 18 DN500 1000 603  535/540 292.33

40650119 F900 №  19 DN500 1000 603  540/545 293.39
40650120 F900 №  20 DN500 1000 603 

 

 
L 

545/550 294.45

 
 
 
 
 
 
 
 
 

Sewer grates for gutters BGZ�S DN500, class E600/F900 

RU22015 Е600 500/547/25, MW 18/248 – slotted cast�iron DN500 500 547 25 35.2 

Fastener for cast�iron grates 
22284 for BGZ�S DN500p. 110 

item 40650101�40650120 

item RU22015
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CONCRETE DRAINAGE SYSTEMS
BGZ�S DN500   

 

Drainage system manufacturing 

 

  

Sand traps BGZ�S DN500, class E600/F900, with cast�iron nozzle 

Item Class of loading Type DN Length Width Height Weight 

   L C H/H1 kg 
   mm mm mm 

 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 

 
item 49050110 

 

 
  

 
 
 
 

item 49001015 
 
 
 
 
 
 
 
 

item 49001016   

 
 
 

 
 
 

Accessories for sand traps BGZ�S DN500 
49050110  F900 500/640/600, upper part DN500 500 640 600 133 
49001015 560/690/520, multi�purpose intermediate part DN500 560 690 520 115 

 
 
 
 
 
 
 
 

item 49050900 
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Multi�purpose basket for sand trap BGZ�S DN500 
49050900 galvanized steel DN500 400 465 163.5 3.7 

21
5 

  
H 

 
H 
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 Voronezh, Central Park of Culture and Leisure “Dinamo” 
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Sochi, Formula One course  

Sochi, Formula One course 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Moscow region, Kubinka, Patriot Park 
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– CONCRETE DRAINAGE SYSTEMS  
BGM 

 
 
 
 
 
 
 
 
 

SURFACE DRAINAGE SYSTEMS FOR AREAS OF ULTRAHIGH 

LOADS CLASS F900 
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CONCRETE DRAINAGE SYSTEMS
BGM

   

 

Drainage system manufacturing 

 
 

 

BGM are concrete drainage gutters designed specifically for use in areas with high and 
ultrahigh load levels. Drainage gutters BGM are suitable for runways and taxiways of airports, 
transport terminals and highways with heavy traffic. 

Application 
field: 

–airports 
–ports 
–roads 
–industrial construction 
–chemical industry and petroleum refinery  
–transport terminals 

Quality: –high�quality concrete with class B60 
–moisture absorption ratio is 2,2% 
–concrete grade according to frost resistance is F2300 
– concrete grade according to water resistance is W10 
–gutter wall thickness is 70mm 
–additional reinforcement of the gutter walls with reinforcing rail 

shoulders to prevent its destruction 
–supporting structure is made of high�strength cast iron Vch40 
–monolithic structure of the supporting structure and rail shoulder 

to enhance connection with the gutter body and prevent its 
destruction 

–resistance to ultrahigh loads of class F900 
 The installation of drainage gutters BGM is 
recommended in areas of ultrahigh loads. As an 
additional reinforcement of the structure, wall 
reinforcement with galvanized steel rods is used.  

Pins for reinforcement are installed in a monolithic 
structure of the nozzle with the rail shoulder. They are 
securely hidden in concrete and protected from moisture 
and air, thus, not subject to corrosion.  
 Reinforcement of the gutter walls with steel pins 
strengthens them additionally and prevents destruction 
of the entire system. 
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CONCRETE DRAINAGE SYSTEMS 
BGM DN200 

 

 

Drainage system manufacturing
 

 

Item Class of loading Type DN Length Width Height Weight 

   L C H/H1 kg 
   mm mm mm 

 
 
 
 
 
 
 

C 

 
 

Concrete gutters BGM DN200, class F900, without slope 
40720100  F900 №  0 DN200 1000 350 310/240 147 
40720161  F900  № 5�0 DN200 1000 350 335/265 156.75 
40720162  F900  № 10�0 DN200 1000 350 360/290 166.5 
40720163  F900  № 15�0 DN200 1000 350 385/315 176.25 
40720164  F900  № 20�0 DN200 1000 350 410/340 186 

 
 
 
 
 
 
 
 
 
 
 

Concrete gutters BGM DN200, class F900, with vertical spillway, without slope 
40720170 F900 №  0 DN200 1000 350 310/340 146 
40720171 F900  № 5�0 DN200 1000 350 335/265 155.75 
40720172 F900 № 10�0 DN200 1000 350 360/290 165. 5 
40720173 F900  № 15�0 DN200 1000 350 385/315 175.25 
40720174 F900 № 20�0 DN200 1000 350 385/315 185 

 
* Diameter for pipes to the gutter with vertical spillway 160/200 mm 
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CONCRETE DRAINAGE SYSTEMS
BGM

   

 

Drainage system manufacturing 

  

 
 

Item Class of loading Type DN Length Width Height Weight 

   L C H/H1 kg 
   mm mm mm 

 

 
 
 

DN L 

 
 
 

А B 
 
 
 

 
(i=0,5%) 

 

 
Concrete gutters BGM DN200, class F900, with slope 0,5% 

40720101 F900 1 DN200 1000 350 310/315 147 

40720102 F900 2 DN200 1000 350 315/320 149.05 

40720103 F900 3 DN200 1000 350 320/325 151.1 

40720104 F900 4 DN200 1000 350 325/330 153.15 

40720105 F900 5 DN200 1000 350 330/335 155.2 

40720106 F900 6 DN200 1000 350 335/340 157.25 

40720107 F900 7 DN200 1000 350 340/345 159.3 

40720108 F900 8 DN200 1000 350 345/350 161.35 

40720109 F900 9 DN200 1000 350 350/355 163.4 

40720110 F900 10 DN200 1000 350 355/360 165.45 

40720111 F900 11 DN200 1000 350 360/365 167.5 

40720112 F900 12 DN200 1000 350 365/370 169.55 

40720113 F900 13 DN200 1000 350 370/375 171.6 

40720114 F900 14 DN200 1000 350 375/380 173.65 

40720115 F900 15 DN200 1000 350 380/385 175.7 

40720116 F900 16 DN200 1000 350 385/390 177.75 

40720117 F900 17 DN200 1000 350 390/395 179.8 

40720118 F900 18 DN200 1000 350 395/400 181.85 

40720119 F900 19 DN200 1000 350 400/405 183.9 

40720120 F900 20 DN200 1000 350 405/410 186 

 

L H 

 

Sewer grates for gutters BGM DN200, class F900 
47020100 F900 500/375/35, SW18�280 – slotted cast�iron DN200 500 327 35 13.82 
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CONCRETE DRAINAGE SYSTEMS 
BGM DN200 

 

 

Drainage system manufacturing

Item Class of loading Type DN Length Width Height Weight 

   L C H/H1 kg 
   mm mm mm 

 
 

 
 
 
 
 
 
 
 
 

item 49020150 

 
Sand traps BGM DN200, class F900 
49020150 F900 500/340/750, single�section DN200 500 340 750 160 

 
 
 
 
 

 
item 49020160 

 
 
 
 

 
item 49001000 

 
 
 
 
 

item 49001001 

 
 
 
 
 
 
 
 

Accessories for sand traps BGM DN200 
49020160 F900 500/340/500, upper part DN200 500 340 500 93 
49001000 560/390/520, multi�purpose intermediate part DN200 560 390 520 82 

 
 
 
 
 
 
 

 
item 49020900 

 
 

Multi�purpose basket for sand trap BGM DN200 
49020900 Galvanized steel DN200 400 175 163.5 2.1 

  

49001001 560/390/570, multi�purpose lower part DN200 560 390 570 103
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Tel: +7(495) 221-60-66 

+7(495) 221-50-19 

e-mail: 

info@gidrolica.ru 

www.gidrolica.ru 
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